
F. Earthquake Fault Areas And Areas Prone To Landslide: 

For those areas identified as an active or potential mapped earthquake fault and landslide areas, 
development may be permitted by the county upon the review and approval of an engineering 
geotechnical report (see section 17.18.070 of this chapter) identifying the following: 

1. Accurately identifying the location of earthquake faults and landslide areas. 

2. The location and description of proposed changes to the site, including any grading and excavation, 
vegetation removal, the location and profiles of proposed roadways, the location of proposed utility 
lines, the location of existing and proposed buildings and structures, and the location of all other 
proposed site features. 

3. The identification of measures and actions proposed to mitigate the risks from earthquake, landslides 
and soil disturbance, including a schedule of the sequence for the installation of planned mitigation 
actions, including anticipated starting and completion dates. 

4. No critical facility (excluding transportation lines or utilities which by their nature may cross active 
faults or structures designed for human occupancy) shall be built astride an active fault. No structure 
designed for human occupancy shall be built on a fault scarp. Footing setbacks from a fault scarp shall 
meet the requirements of the international uniform building code. The planning commission may 
increase footing setback requirements where information from a geotechnical report indicates a slope 
condition warrants a greater setback distance. 

http://www.sterlingcodifiers.com/UT/Cache%20County/18018000000007000.htm#17.18.070

